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to which its earlier comments were consid-
ered in preparing the draft statement.

4. The clearinghouses may also be used, by
mutual agreement, for securing reviews of
the draft environmental impact statement.
However, the Federal agency may wish to
deal directly with appropriate State or local
agencies in the review of impact statements
because the clearinghouses may be unwilling
or unable to handle this phase of the process.
In some cases, the Governor may have des-
ignated a specific agency, other than the
clearinghouse, for securing reviews of impact
statements. In any case, the clearinghouses
should be sent copies of the impact state-
ment.

5. To aid clearinghouses in coordinating
State and local comments, draft statements
should include copies of State and local
agency comments made earlier under the A-
95 process and should indicate on the sum-
mary sheet those other agencies from which
comments have been requested, as specified
in Attachment 1.
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CLASSIFICATION
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AUTHORITY: 49 U.S.C. 32901, delegation of
authority at 49 CFR 1.95

Scope.

Definitions.

Automobile.

Passenger automobile.
Non-passenger automobile.
Heavy-duty vehicle.

Heavy-duty pickup trucks and vans.
Heavy-duty vocational vehicle.
Truck tractors.

§523.1 Scope.

This part establishes categories of
vehicles that are subject to title V of
the Motor Vehicle Information and
Cost Savings Act, 156 U.S.C. 2001 et seq.

(Sec. 301, Pub. L. 94-163, 80 Stat. 901 (15
U.S.C. 2001))

[42 FR 38362, July 28, 1977]

§523.2 Definitions.

Approach angle means the smallest
angle, in a plane side view of an auto-
mobile, formed by the level surface on
which the automobile is standing and a
line tangent to the front tire static
loaded radius arc and touching the un-
derside of the automobile forward of
the front tire.

Arxle clearance means the vertical dis-
tance from the level surface on which
an automobile is standing to the lowest
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§523.2

point on the axle differential of the
automobile.

Base tire (for passenger automobiles,
light trucks, and medium duty pas-
senger vehicles) means the tire size
specified as standard equipment by the
manufacturer on each unique combina-
tion of a vehicle’s footprint and model
type. Standard equipment is defined in
40 CFR 86.1803-01.

Basic vehicle frontal area is used as de-
fined in 40 CFR 86.1803.

Breakover angle means the supple-
ment of the largest angle, in a plan
side view of an automobile, that can be
formed by two lines tangent to the
front and rear static loaded radii arcs
and intersecting at a point on the un-
derside of the automobile.

Cab-complete vehicle means a vehicle
that is first sold as an incomplete vehi-
cle that substantially includes the ve-
hicle cab section as defined in 40 CFR
1037.801. For example, vehicles known
commercially as chassis-cabs, cab-
chassis, box-deletes, bed-deletes, and
cut-away vans are considered cab-com-
plete vehicles. A cab includes a steer-
ing column and a passenger compart-
ment. Note that a vehicle lacking some
components of the cab is a cab-com-
plete vehicle if it substantially in-
cludes the cab.

Cargo-carrying volume means the lug-
gage capacity or cargo volume index,
as appropriate, and as those terms are
defined in 40 CFR 600.315-08, in the case
of automobiles to which either of these
terms apply. With respect to auto-
mobiles to which neither of these
terms apply, ‘‘cargo-carrying volume”’
means the total volume in cubic feet,
rounded to the nearest 0.1 cubic feet, of
either an automobile’s enclosed non-
seating space that is intended pri-
marily for carrying cargo and is not ac-
cessible from the passenger compart-
ment, or the space intended primarily
for carrying cargo bounded in the front
by a vertical plane that is perpen-
dicular to the longitudinal centerline
of the automobile and passes through
the rearmost point on the rearmost
seat and elsewhere by the automobile’s
interior surfaces.

Class 2b vehicles are vehicles with a
gross vehicle weight rating (GVWR)
ranging from 8,501 to 10,000 pounds
(1bs).
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